


Mainfreight Profile

* Founded in New Zealand, 1978

 Public listing 1996 on New Zealand stock
exchange

« We focus on delivering a quality service
and creating efficiencies for our G I O ba I Rea c h
customers 320+ Branches across 26 countries

 Vision on growing our global network,
whilst focusing on intensifying presence
in all countries we are located

11,300+ $79.45M $14.87M

Team Members Annual IT Spend Annual Training Investment



Agenda.

. COR Affects in Supply Chain

. Onsite Safety
. Load Restraint
. Loading Plans

. CWD and Declarations




COR affect everyone in the Supply Chain
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ONSITE SAFETY
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Load Restraint

Example of an unbalanced load




Load Restraint

Webbing net to prevent load shift Shoring bars (Pogo Sticks)

Use lashings, webbing nets or gates to prevent loads that may have shifted during
transport from falling out when the doors are opened.

Only use shoring/blocking bars to stabilise loads because they have limited load restraint
capacity Rated bars may be suitable for blocking some loads.



1. Plan the Load

8. When loading freight into
containers make sure there
is even weight distribution
both across the width &
length of the container

Container Loading Plans

2. Understand the load

7. Fill any gaps with empty
pallets, dunnage, foam or
other suitable material

3. Use the restraint System
that is suitable for your load
as per Load Restraint Guide

6. Always pack container
loads tightly to minimize
movement horizontally

4. Position your load to
maintain vehicle stability,
steering and breaking when
loaded

5. Check your container
structure and restraint
equipment are in good
working condition and
strong enough to restrain
the load




Mass and Dimension

B Do not exceed the manufacturer specified maximum allowable load mass of the
container or vehicle

4 Do not exceed the maximum allowable axle masses of the carrying vehicle

Example Manufacturer-specified capacity

X




Container Weight
Declaration (CWD)



INFECTIOUS
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